Bryce Strong 138 Wiseley Road, Westharbour, Waitakere City, ph 416 6642, Fax 416 6390, Mobile 0274 966 706

MV 'MATIRA' 

Specification Sheet as at September 2004 

REGISTRATION


Official No. 361  Port of Registry  Auckland  Registered length:  12.8 metres (42.6")  Beam:  3.39metres (11')   Draft: 1.09metres (3'6")  

Gross tons registered  17.82  Survey Certificate: 100175 - expired 12/11/94  

MOT No: 100361
CONSTRUCTION DETAIL

Designer: Collings & Bell  Class: Raised foc'sle launch Builder: Collings & Bell  

Year of Construction: 1956   Hull Shape: Round bilge  

Type of construction: Single skin planked 

HULL

Strakes: Single skin kauri planked   Frames:  Bent frames - hardwood  

Stem: Solid sawn kauri  Keelson:  Solid kauri    Transom: Solid planked  Longitudinal Stringers: Solid kauri  Fastenings: Copper clinched and bronze  Keel:  Solid kauri  Decks: Double skin plywood glassed over solid planks  

Deck heads:  Cold moulded plywood over sawn frames  Coamings:  Solid planked teak  Ports: Fixed and sliding glass - bronze ports and glass  Internal Ballast: Lead and cast iron ingots  No. Watertight Bulkheads:  One collision, one engine room  

No of partial Bulkheads:  Three

MACHINERY

Two engines: Flexible mounted, 4 cylinder, 4 cycle, naturally aspirated, 1976 Ford D Series, 75 HP

Reduction & reverse gear: Velvet drive 71C hydraulic with "V" drive boxes. Ratio: 2:1  Fuel: Diesel   Number of Tanks:  200 gallons (909 litres)  Construction: Copper behind lined panels.  Lines & Shut-offs: Bronze and copper. 

 Mountings:  Flexible rubber Exhaust: Via transom and gooseneck  

Ventilation:  Deck cowlings on wheelhouse  

Propellors:  Two cast bronze three bladed left handed, Port 19 x 12, S-Board 19x13  

Tail Shafts: Flexible coupled, 37.5 mm stainless steel Struts: "A" Brackets - cast bronze  Stern Bearing:  Cutlass - rubber Cooling: Freshwater via heat exchangers

Gas califont     Toilet: Electric 'Lectra-san' toilet   Oven: 2 burner stainless steel

Freezer: Engine driven chest freezer

INSTRUMENTATION

2 X RPM - AMP - WATER TEMPERATURE - OIL PRESSURE -. 1 x VOLTMETER

ELECTRICAL

Electrical supply: Shore supply and inverter  Wiring: Marine grade  Overload protection: Fuses on all circuits  Charging System:  1 x Alternator, 1 x Generator

36 Mile Radar: JVC            Colour GPS/chart plotter:           VHF: Belcom

Colour depth finder: Furono FM 600      SSB: AWA 110
STEERING
Type:  Wooden spoke steering wheel   Type: Mechanical - Shaft & Box  

No. of steering stations: One  No. of Rudders:  Two different size, cast hanging blades

GROUND TACKLE

Anchor 1:  Large plough (65lbs)  Anchor 2: Danforth: Cable 1: 3/8 cable   

Cable 2:  Chain & warp  Anchor winch: 12 volt Heavy duty cable gypsy and warping drum

BATTERIES
Starting Circuit: 2 x 15 plate 12 volt, single connection, in wooden box in engine compartment   Isolating Switches: One - in engine compartment  

Lighting Circuit: 2 x 15 plate 12 volt, parallel connected, in wooden box in foc'sle locker. Isolating Switches: One - in foc'sle locker  

Radio Battery: 12 volt, 9 plate, in Engine compartment

